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We have years of experience and service under our belts.

MIB140FBS

Catalog # 140FBS Pulley Diameter, Minimum
Item number: 49904 "
Description: @ A

NW 150 Black PVC F x F FR B @

International Designation:
ENW 26/1 VOO Black FR A) Normal Flex (50.80 mm) 2.0000 in
B) Back Flex (50.80 mm) 2.0000 in

Construction:

Compound Taop Cover PVC Impregnated Belt Strength:
Polyester
| Pull for 1% Elongation (26 N/mm) 150 Ibs/sq in
Top Cover Thickness (in) (0.00 mm) 0.0000 in
Top Cover Description PVC Impregnated ) X
Splice Instructions:
Top Cover Shore M/A p
Compound Bottom Gover PVG Impregnated Foil Yes
Polyester Splice Process Finger
Bottom Cover Thickness (in) (0.00 mm) 0.0000 in Press Temperature (*F) 356 °F
Battom Cover Description PYC Impregnated Press Pressure (psi) 19 Ibs/sq in
Mote: Listed above | icleli ly. E lcanizer is different and wil
Bottom Cover Shore N/A oo AlTevsnt neelile, VWi Recumimensl thet ot co-a test wgls Wil Your
Mumber of Plies 1 press before attempting the actual belt splice,
Anti Static Yes
ot ol Py s purw | | O
nit Weight- : s Cross Rigid No
Material Between Plies MN/A
Maximum Width {in) 72in Impression Top No
Temperature Range (“F)- High 180 °F Oil Resistant No
Temperature Range (“F)- Low 0°F Fire Resistant Yes
FDA Approved Mo

Special Characteristics:

The 140FBS features a non-woven fabric that is ideal for package handling applications in distribution centers and
airports. The PVC coated fabric is very durable, impact resistant, high tensile and flame retardant with excellent
fastener holding capability.

Al Values are nominal and subject to change without notice. ™™~




