Michigan Industrial Belting Inc.

31617 Glendale St.
Livonia, MI 48150

Phone: 734-427-7700
Fax: 734-427-0788
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We have years of experience and service under our belts.

MIB260M

Catalog # 260M

Item number: 42785

Description:

SDB40B3 60 S/DRIVE

International Designation:

N/A

Construction:

Compound Top Cover Polyurethane
Top Cover Description Smooth
Top Cover Shore 95A
Compound Bottom Cover Polyurethane
Bottom Cover Description Center Drive Lugs
Bottom Cover Shore 95A
Mumber of Plies n/a
Anti Static No
Overall Gauge (in) (3.00 mm) 0.1180 in
Unit Weight- Ib/PIW 0.0614 Ibs/PIW
Maximum Width (in) 60 in
Temperature Range (°F)- High 140 °F
Temperature Range (°F)- Low -4 °F

Pulley Diameter, Minimum
»>
D
oD,

A) Normal Flex
B) Back Flex

(101.60 mm} 4.0000 in
(101.60 mm) 4.0000 in

Belt Strength:

Pull for 1% Elongation (6 N/mm) 36 PIW

Splice Instructions:

Splice Process Butt Weld

Maote: Listed above is a guideline only. Every vulcanizer is different and will
show different results. We recommend that you do a test splice with your
press before attempting the actual belt splice.

Other:

Oil Resistant Yes
Fire Resistant No
FDA Approved Yes

Special Characteristics:

S/Drive is a monolithic urethane belt (95 Shore A) driven by lugs spaced on 40mm centers. A single row of drive lugs
is located in the center of the belt for widths up to 30" and dual rows of lugs on 602mm centers for belt widths from
36" to 60". The positively driven 5/Drive is easy to splice and track with no risk of slippage, even in greasy and humid

environments.

= All Walues are nominal and subject fo change without notice ****




