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Livonia, Ml 48150

We have years of experience and service under our belts.

MIB59b

Catalog # 59b Pulley Diameter, Minimum
ltem number: Minimum Pulley Diameter 400in
Description:
3 Ply 180 Tan Puregum Roughtop x Bare Belt Strength:
International Designation: Tension Rating (PIW) 180 PIW
N/A
Construction: Sp!lce Instructions:
Compound Top Cover Tan NR Splfce S.tep Yes
Color Tan Splice Finger Mo
Top Cover Thickness (in) (0.00 mm) 0.00 in
Top Cover Description Roughtop Other:
Static Conducting Mo
Compound Botiom Cover Tan SBR Cross Rigid No
Bottom Cover Thickness (in) (0.00 mm) 0.00 in High Heat No
Bottom Cover Description Bare Impression Top Yes
_ Oil Resistant No
Number of Plies 3 Fire Resistant No
Overall Gauge (in) (7.94 mm) 516iIn FDA Approved MNo
Unit Weight- Ib/PIW 0.0940 Ibs/PIW
Suggested Fasteners:
Carcass Type Polyester Flexco Plate/Rivet N/A
Compound Tan NR Flexco Hinged N/A
Temperature Range (°F)- High 250 °F Aligator Staple #125
Clipper Lace #2
Temperature Range (°F)- Low -40 °F Alligator Lace #7

Special Characteristics:

The tan color is non-marking. The genuine gum is a soft durometer for the highest grab, steepest inclines and long
wear where required. The bare bottom construction is popular for surface finishing machinery applications.

Al Values are nominal and subject fo change without notice ****~




