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31617 Glendale St. S visa g ~=
Livonia, MI 48150

We have years of experience and service under our belts.

MIB69a

Catalog # 69a Pulley Diameter, Minimum
Item number: 10939 Minimum Pulley Diameter 3.00in
Description:
PVC 120 Black Crescent Top x Brushed Belt Strength:
International Designation: Tension Rating (PIW) 120 PIW
N/A
Construction: Splice Instructions:
Compound Top Cover Black PVC Splice SlteD No
Color Black Splice Finger Yos
Top Cover Dascription 1/8" Crescent Shapes Other:
Static Conducting No
C d Bottom C W Pal
ompound Bottom Cover oven Poly Cross Rigid "
High Heat No
Bottom Cover Description Brushed Impression Top Yes
Number of Plies 1 Oil Resistant Yes
Fire Resistant No
Overall Gauge (in) (6.35 mm) 1/4 in FDA Approved No
Unit Weight- Ib/PIVW 0.0750 Ibs/PIW
Carcass Type Interwoven Polyester Suggested Flasteners:
Flexco Plate/Rivet NiA
Compound Black PVC Flexco Hinged NIA
Temperature Range (°F)- High 180 °F Alligator Staple #125
Temperature Range (°F)- Low 0°F Clipper Lace #1
Alligator Lace #7

Special Characteristics:

Aggressive scoop pattern for high incline conveying. Crescent pattern creates hundreds of tiny "buckets" capable of
conveying liquids along with solids. Conversely, the belt can be run in the opposite direction, and the upside-down
crescents convey solids while draining off liquids. Belt operates smoothly and quietly on return. Good tubeveyor belt.
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