Phone: 734-427-7700
Fax: 734-427-0788

Michigan Industrial Belting Inc.

31617 Glendale St. e visa @ —=
Livonia, MI 48150
We have years of experience and service under our belts.
Catah:)g # Pulley Diameter, Minimum
Item number: Min. Pulley Dia. - Head @ 80 - 100% 12.001in
Description: Tension
" Min. Pulley Dia. - Head @ 60 - 79% 10.00in
3 Ply 225 3/16in Tan Puregurn x Bare Tension
International Designation: Min. Pulley Dia. - Head @ 59% Tension 8.00in
N/A or Below
Minimum Pulley Diameter- Tail 8.00in
Construction: Splluca Instriuctlons: |
COI’T'IP-OUI‘Id TDp CD‘JEI’ Tarl NR Sphce S‘Ep SIZE BDD n
Color Tan Splice Process Step Hot
Top Cover Thickness (in) (4.83 mm) 316 in
Top Cover Description Puregum Other:
Static Conducting Mo
gzmp—ound Botto¢ Cover. Poly/Nylon Cross Rigid No
ttom Cover Thickness (in) {(0.00 mm} 0.00 in High Heat No
Bottom Cover Description Bare .
Impression Top No
Number of Plies 3 Oil Resistant No
Qverall Gauge (in) (8.76 mm) 11/32in FEire Resistant Mo
Unit Weight— Ib/PIVY 0.1630 Ibs/PIW FDA Appra\,led Na
Carcass Type Poly/Mylon
Compound Tan NR Suggested liasteners.
Temperature Range (°F)- High 295 °F Flexco Plate/Rivet #140/R5
Temperature Range (°F)- Low -20 °F Flexco Hinged NIA
Alligator Staple N/A
Clipper Lace N/A
Belt Strength: Alligator Lace N/A
Tension Rating (PI'W) 225 PIW
Special Characteristics:
This highly abrasion resistant, soft durometer belt is popularly used in the lumber industry as a slow down belt. This is
a versatile belt that can be used in temperatures ranging from -20 degrees F to 225 Degrees F (intermittent).

*++=*all Values are nominal and subject to change without notice.
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